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Abstract

ADMS is an advanced model for calculating concentrations of pollutants emitted both
continuously from point, line, volume and area sources, or discretely from point sources.  The
model includes algorithms which take account of the following: effects of main site building;
complex terrain; wet deposition, gravitational settling and dry deposition; short term fluctuations
in concentration; chemical reactions; radioactive decay and (-dose; plume rise as a function of
distance; jets and directional releases; averaging time ranging from very short to annual;
condensed plume visibility; meteorological preprocessor.

a.  Recommendations for Regulatory Use

The model can be used for the following regulatory purposes:

C multiple buoyant or passive industrial emissions
C urban or rural areas
C flat or complex terrain
C transport distances less than 50km
C short term (seconds) to annual averaging times

b.  Input Requirements

Source data:  location, emission rate, physical stack height, stack gas exit velocity, stack inside
diameter, and stack gas temperature.  Operational inputs include source elevation, building
dimensions, particle size distribution with corresponding settling velocities, and surface reflection
coefficients.

Meteorological data:  hourly surface observations for input into the meteorological preprocessor
and/or boundary layer parameters (boundary layer height, Monin-Obukhov length, surface heat
flux, etc).



c.  Output

Concentration for specified averaging times at receptor points or on an output grid:  averages of
concentration over a specified period and percentiles of these averages.  Short and long term
averages of wet, dry and total deposition and radioactive activity.  Number of exceedences of
specified standard by ensemble mean concentration and by concentration calculated taking
account of short term fluctuations.  Output for short term fluctuations, percentiles, PDF, toxic
dose.

Advanced graphical output: line plotting of centreline variables and link to a contour plotting
package.

d.  Type of Model

The model is an advanced Gaussian type model using a Gaussian distribution for the
concentration except for the case of the vertical distribution in unstable conditions when a skewed
Gaussian is employed (Carruthers et al., 1991).  Plume spread is calculated using local boundary
layer variables.

e.  Pollutants Types

May be used to model primary pollutants and continuous releases of toxic and hazardous waste
products.  Settling and wet and dry deposition are treated.  Radioactive decay is calculated.

f.  Source Receptor Relationship

Up to 50 receptors may be specified in addition to an output grid with regular or variable spacing
(up to 2048 gridded points).

g.  Plume Behavior

ADMS uses a Lagrangian plume rise model, a buildings effect model based on a two plume
approach, using wake averaged flow values to calculate plume spread (Robins et al., 1997) and a
complex terrain module based on the linearised airflow model FLOWSTAR (Carruthers et al.,
1988).

h.  Horizontal Winds

A steady state wind is assumed for each hour; this varies in the vertical according to specified
boundary layer profiles and in the horizontal plane when the boundary or complex terrain
algorithm is employed.

i.  Vertical Wind Speed

Vertical wind speed is zero except when the buildings or complex terrain algorithms are
employed.



j.  Horizontal Dispersion

Horizontal dispersion parameters are locally (at mean plume height) derived from the calculated
horizontal components of turbulence.

k.  Vertical Dispersion

Vertical dispersion parameters are locally derived from the calculated vertical component of
turbulence and the buoyancy frequency.

l.  Chemical Transformation

A generic reaction set is employed to calculate the interaction of NO, NO , and O  (McHugh et2 3

al., 1997).

m.  Physical Removal

Dry deposition effects for particles are treated using a resistance formulation in which the
deposition velocity is the sum of the resistances to pollutant transfer within the surface layer of the
atmosphere, across the laminar sublayer and onto the surface, plus a gravitational settling term. 
For gases the surface layer resistance is calculated as a function of the nature of the gas: reactive,
unreactive or inert.  Wet deposition is calculated making use of a specified washout coefficient
which may be rainfall rate dependent.
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